
Humidifier Wiring DiagramsCAC/BDP

90-1811

90-1810

MODELS ENDING IN 2412, 2417, 1518
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HUMIDIFIER 

WIRE IDENTICALLY AS SHOWN
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FOR MODEL HUMXXLFP1518)

CONSTANT POWER 24 VAC
10VA TRANSFORMER

PROVIDED WITH HUMIDIFIER

NOTE: PLUMB HUMIDIFIER 
TO HOT WATER WHEN USING 
THIS WIRING CONFIGURATION.
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FOR MODEL HUMXXLFP1518)

HUMIDITRAC™ HUMIDIFIER CONTROL
WIRING TERMINALS
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EVAPORATIVE
HUMIDIFIER 

WIRE IDENTICALLY AS SHOWN

TYPICAL 24 VAC
TERMINAL STRIP

IN FURNACETHERMOSTAT

REMOVE WIRE
“G” TO “G” 

NOTE: 18AWG WIRE 
IS ACCEPTABLE FOR 
24V INSTALLATIONS.

CONSTANT POWER 10VA
TRANSFORMER PROVIDED

WITH HUMIDIFIER

NOTE: PLUMB HUMIDIFIER 
TO HOT WATER WHEN USING 
THIS WIRING CONFIGURATION.

5387 BLOWER
ACTIVATION RELAY 
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FOR HUMIDIFIER MODELS ENDING IN 2412, 2417, 1518 WITH HUMIDITRAC™ HUMIDIFIER CONTROL  
AND BLOWER ACTIVATION RELAY – ACTIVATES FURNACE BLOWER ON CALL FOR HUMIDITY

FOR HUMIDIFIER MODELS ENDING IN 2412, 2417, 1518 WITH MANUAL HUMIDIFIER CONTROL (MHC)  
AND BLOWER ACTIVATION RELAY – ACTIVATES FURNACE BLOWER ON CALL FOR HUMIDITY



MODEL ENDING IN 1418
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MODEL 1418
FAN POWERED

HUMIDIFIER

WIRE IDENTICALLY AS SHOWN

TERMINALS FOR THE
MANUAL HUMIDIFIER CONTROL (MHC) 

TYPICAL 24 VAC
TERMINAL STRIP

IN FURNACETHERMOSTAT

REMOVE WIRE
“G” TO “G” 

NOTE: 18AWG WIRE 
IS ACCEPTABLE FOR 
24V INSTALLATIONS.

NOTE: PLUMB HUMIDIFIER 
TO HOT WATER WHEN USING 
THIS WIRING CONFIGURATION.

5387 BLOWER
ACTIVATION RELAY 
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BROWN WIRES

YELLOW WIRES

SOLENOID
VALVE

FOR HUMIDIFIER MODEL ENDING IN 1418 WITH MANUAL HUMIDIFIER CONTROL (MHC)  
AND BLOWER ACTIVATION RELAY – ACTIVATES FURNACE BLOWER ON CALL FOR HUMIDITY
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HUMIDITRAC™ HUMIDIFIER CONTROL
WIRING TERMINALS

OUTDOOR
TEMPERATURE

SENSOR

MODEL 1418
FAN POWERED

HUMIDIFIER

WIRE IDENTICALLY AS SHOWN
TYPICAL 24 VAC
TERMINAL STRIP

IN FURNACETHERMOSTAT

REMOVE WIRE
“G” TO “G” 

NOTE: 18AWG WIRE 
IS ACCEPTABLE FOR 
24V INSTALLATIONS.

NOTE: PLUMB HUMIDIFIER 
TO HOT WATER WHEN USING 
THIS WIRING CONFIGURATION.

5387 BLOWER
ACTIVATION RELAY 

BL
UE

 (N
C)

OR
AN

GE
 (N

O)

YE
LL

OW
 (C

)

WHITE/YELLOW

WHITE/BLUE

BYPASS

POW
ER

BROWN WIRES

INTERNAL
PLUG

SOLENOID VAVLE

CONSTANT POWER 24VAC
10VA TRANSFORMER 

PROVIDED WITH HUMIDIFIER

YELLOW WIRES

FOR HUMIDIFIER MODEL ENDING IN 1418 WITH HUMIDITRAC™ HUMIDIFIER CONTROL  
AND BLOWER ACTIVATION RELAY – ACTIVATES FURNACE BLOWER ON CALL FOR HUMIDITY

90-1813
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STEAM HUMIDIFIER

WIRE IDENTICALLY AS SHOWN

TERMINALS FOR THE
MANUAL HUMIDIFIER CONTROL (MHC) 

TYPICAL 24 VAC
TERMINAL STRIP

IN FURNACETHERMOSTAT

REMOVE WIRE
“G” TO “G” 

NOTE: 18AWG WIRE 
IS ACCEPTABLE FOR 
24V INSTALLATIONS.

NOTE: “FAN PACK” TERMINALS PROVIDE 24 VAC
ON CALL FOR HUMIDITY AND REMAINS ENERGIZED
FOR TWO MINUTES AFTER CALL IS SATISFIED.
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ACTIVATION RELAY 

BL
UE

 (N
C) OR

AN
GE

 (N
O)

YE
LL

OW
 (C

)

WHITE/YELLOW

WHITE/BLUE

FAN
PACK HUMIDISTAT

C
R

W
G

Y

ODTHHCR

Y
G

W
R

C

SWITCH POSTION

MODEL 3034
STEAM HUMIDIFIER

WIRE IDENTICALLY AS SHOWN

TYPICAL 24 VAC
TERMINAL STRIP

IN FURNACETHERMOSTAT

REMOVE WIRE
“G” TO “G” 

NOTE: 18AWG WIRE 
IS ACCEPTABLE FOR 
24V INSTALLATIONS.

NOTE: “FAN PACK” TERMINALS PROVIDE 24 VAC
ON CALL FOR HUMIDITY AND REMAINS ENERGIZED
FOR TWO MINUTES AFTER CALL IS SATISFIED.

5387 BLOWER
ACTIVATION RELAY FAN

PACK HUMIDISTAT

HUMIDITRAC™ HUMIDIFIER CONTROL
WIRING TERMINALS

OUTDOOR
TEMPERATURE

SENSOR

BL
UE

 (N
C)

OR
AN

GE
 (N

O)

YE
LL

OW
 (C

)

WHITE/YELLOW

WHITE/BLUE

BYPASS

POW
ER

24VAC
CONSTANT
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MODEL ENDING IN 3034

FOR HUMIDIFIER MODEL ENDING IN 3034 WITH HUMIDITRAC™ HUMIDIFIER CONTROL  
AND BLOWER ACTIVATION RELAY – ACTIVATES FURNACE BLOWER ON CALL FOR HUMIDITY

FOR HUMIDIFIER MODEL ENDING IN 3034 WITH MANUAL HUMIDIFIER CONTROL (MHC)  
AND BLOWER ACTIVATION RELAY – ACTIVATES FURNACE BLOWER ON CALL FOR HUMIDITY
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