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*99TA504012*  Instruction Sheet Number: 99TA504012 
*99TA504012* (for RCD use only) 
 
Description: TXV FAN COIL REPLACEMENT KIT 
 
Author: R.C. Date: October 10, 2006 
 
Part Number: 332368-750, 332368-751, 332368-752, 332368-753, 332368-754, 332368-755, 
332368-756, 332368-757, 332368-758, 332368-759 
 
 

 

 

 
 
 
 

   
 
 

 
 

332368-750 BOM   
Part # Qty Description 
99TA504012 1 PC  Installation Instructions 
EA36YD034 1 PC Thermal Expansion Valve R-22 
331146-2_A  1 PC Warranty Return Tag 
KA67CN111 1 PC Clamp 
   
   

332368-751 BOM   

Part # Qty Description 
99TA504012 1 PC  Installation Instructions 
EA36YD054 1 PC Thermal Expansion Valve R-22 
331146-2_A  1 PC Warranty Return Tag 
KA67CN111 1 PC Clamp 

332368-752 BOM   

Part # Qty Description 
99TA504012 1 PC  Installation Instructions 
EA36YD064 1 PC Thermal Expansion Valve R-22 
331146-2_A  1 PC Warranty Return Tag 
KA67CN111 1 PC Clamp 
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332368-753 BOM   
Part # Qty Description 
99TA504012 1 PC  Installation Instructions 
EA36YD122 1 PC Thermal Expansion Valve R-22 
331146-2_A  1 PC Warranty Return Tag 
KA67CN111 1 PC Clamp 

332368-755 BOM   
Part # Qty Description 
99TA504012 1 PC  Installation Instructions 
EA36YD142 1 PC Thermal Expansion Valve R-22 
331146-2_A  1 PC Warranty Return Tag 
KA67CN111 1 PC Clamp 

332368-754 BOM   

Part # Qty Description 
99TA504012 1 PC  Installation Instructions 
EA36YD132 1 PC Thermal Expansion Valve R-22 
331146-2_A  1 PC Warranty Return Tag 
KA67CN111 1 PC Clamp 

332368-757 BOM   

Part # Qty Description 
99TA504012 1 PC  Installation Instructions 
EA36YD038 1 PC Thermal Expansion Valve R-22 
331146-2_A  1 PC Warranty Return Tag 
KA67CN111 1 PC Clamp 

332368-756 BOM   

Part # Qty Description 
99TA504012 1 PC  Installation Instructions 
EA36YD036 1 PC Thermal Expansion Valve R-22 
331146-2_A  1 PC Warranty Return Tag 
KA67CN111 1 PC Clamp 

332368-759 BOM   

Part # Qty Description 
99TA504012 1 PC  Installation Instructions 
EA36YD138 1 PC Thermal Expansion Valve R-22 
331146-2_A  1 PC Warranty Return Tag 
KA67CN111 1 PC Clamp 

332368-758 BOM   

Part # Qty Description 
99TA504012 1 PC  Installation Instructions 
EA36YD119 1 PC Thermal Expansion Valve R-22 
331146-2_A  1 PC Warranty Return Tag 
KA67CN111 1 PC Clamp 



INSTRUCTIONS   
Page 3 of 3 

 

 

Replacement Components Division @ Carrier Corporation 06/05                                               
99TA504012.doc 

carrierinstr.dot 

  
 
IMPORTANT:  UPON CHANGING THE TXV, the liquid line FILTER DRIER (not provided in kit) must be replaced. 
 
1. Evacuate the coil and field supplied tubing. 

 
2. Remove coil access panel from cabinet. 

 
3. With a back up wrench in place, loosen TXV hex nut and separate the TXV from the distributor. 

 
4. Unsweat and remove the equalizer from the vapor line. 

 
5. Remove the TXV support clamp. 

 
6. Remove the bulb from the cabinet. 

 
7. Cut the connection between the liquid line and TXV with a tubing cutter. Leave enough length on stub to connect new 

TXV. 
 

8. Once the existing TXV has been removed, attach the TXV Warranty tag  (with the supplied plastic wire tie) from the kit to 
the failed TXV. Fill out the warranty tag and place the tag and TXV in the replacement box for return. 
 

9. Prior to brazing, wrap the TXV with appropriate heat-sink material such as a wet cloth. Be sure the heat-sink material is 
behind the braze joint. 
 

10. Attach the TXV inlet tubing to liquid line, replace the liquid line filter drier, and with nitrogen flowing through the refrigerant 
lines, braze connections.  After brazing, allow joint to cool before continuing. Once cooled, attach the TXV outlet hex nut 
to the distributor.  Use a backup wrench to prevent damage to the tubing (See Figure 1). 
 

11. Position the replacement TXV bulb at the same location as the original bulb. 
 

12. Attach the TXV support clamp. 
 

13. Recharge the system and check the system for leaks. 
 

 
 

               
                                    Figure 1 
  
              
 
 

 


