
NO LONGER AVAILABLE SEALED WITH 6" LONG COLLAR. THE ITEMS BELOW ARE DISCONTINUED:

THIS ITEM IS NO LONGER AVAILABLE SEALED WITH 6" LONG COLLAR (SEE NOTE BELOW).

DATE:

   INTERNALLY INSULATED WITH R4.2, R6.0, R8.0

PRODUCT CHARACTERISTICS

PRODUCT SIZE INFORMATION

   LINER OR DUCTBOARD.

   INTERNAL INSULATION USED MEETS THE REQUIREMENTS OF ASTM C 1338 (FORMERLY ASTM C 665)

   THAN REGISTER DIMENSION

3606STFC:  SEALED R6 INSULATED BOX W/TOP FLANGE+GASKET+6" LONG COLLAR-6" DEEP

   3" LONG COLLAR W/CONVEX BEAD.

3506STFC:  SEALED R4 INSULATED BOX W/TOP FLANGE+GASKET+6" LONG COLLAR-6" DEEP

   STANDARD TEST METHOD FOR FUNGI RESISTANCE.

01/12/11

    OUTER BOX: 30 GAUGE GALVANIZED STEEL.

PRODUCTION DATA

PRODUCT NUMBER:

    COLLAR: ROLL FORMED 30GA GALVANIZED
    STEEL PER ASTM A653 CS TYPE B.

   ½" DRYWALL LIP.

MODEL VARIATIONSPRODUCT DATA SHEET

3506TF - 3606TF SERIES

DESCRIPTION:

  NOTES:

   OUTER BOX DIMENSION IS  2" GREATER

   BLACK INTERIOR.

   MOUNTING FLANGE ON TOP OF BOX.

6" TALL METAL TOP INSULATED 
REGISTER BOX W/TOP FLANGE

   3506TF   = R4.2 W/TOP FLG

   3606TF   = R6.0 W/TOP FLG

   3606TF8 = R8.0 W/TOP FLG


